NOTES: - 6.00(152.4) - .75(19.1) 2 3
1.0 ELECTRICAL SPECIFICATIONS: (9 PLCS) T &
1.1 FREQUENCY RANGE: 2.0 to 8.0 GHz .50(12.6)—= = 4.000(100.2) —= o
1.2 INSERTION LOSS: 2dB MAX. -25(6-3)1 r.5o(12.7) S
1.3 ISOLATION: 18dB MIN. =
1.4 VSWR (MAX): 1.50:1 ‘ A ‘ O O I ; Q =
1.5 OUTPUT UNBALANCE: J27 i I
1.5.1 AMPLITUDE: 0.50dB MAX. * 1.00(25.4) =
1.5.2 PHASE: 10° MAX. _ VB |
1.6 MAXIMUM INPUT POWER: 10.0 WATTS J3 3
(WITH OUTPUT LOADS OF VSWR < 2.0:1) Ll f
1.7 OPERATING TEMP RANGE: —65°C to +125°C 4.00 | A
(100.2) Lol =
2.0 FINISH: |
2.1 GREY OVER MIL—E—15090 TYPE II, CLASS 2
OVER MIL—C—5541 CLASS 3A sl
MIDWEST
MEETS MIL—F—14072 i Y/ BV CRG AV LI
MEETS MIL—E—-5400 J1 PWD—-5522—08—NNN-79
I FREQ. 2—8 GHz I mm—
2.2 SILKSCREEN UNIT AS SHOWN MFR 34078 J6q, il
(REF.: SLK—09417-82—02) 7 500
(190.5) I
8.00 J7 i
3.0 DIMENSIONS IN PARENTHESIS ARE (200.4) |
IN MILLIMETERS. ' i VPE N JACK
J8q il TYP (9 PLCS)
Joll M
r I
| Q 0 il
\ 175(4.4) DIA. THRU .38(9.6)——| |~
TYP (4 PLCS)
—— ——.75(19.1)
w [ g UNLESS OTHERWISE A
=2 notep oivensions 134078 MIDWEST MICROWAVE
ARE IN INCHES AND _ T
- TOLERANCES ARE: NOTICF: Th.e |nf.ormc|’r|on
5 contained in this
= 3 PLACE DECIMALS +.005 drawing is proprietary POWER DIVIDER
% =) 2 PLACE DECIMALS .02 and must not be used
ol without the permission
2 % FRACTIONS +1/64 of Midwest Microwave
o .
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