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THIS COPY 1S PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
STUD S1Z7E DIMENSIONS in. [ mm ] UL & CSA TOOLS
PANDUIT
PART # .03 .01 .02 .03 .01 CT-100A
ENGLISH |METRIC Li[ogg] Wi[oga} Ci[oﬁ] Mi[ogg] Hi[ogg] CT-200
CT-600-A (CT-570CH)
CT-1%70
.03 . .20 .49 . 1B CT-2500 (CT-2570CH)
El4-6FB #6 M3 118,001l 17,111 |(5.081|112,451| 13.81 ]
. ate! el >3 573 17 PANDUIT APPROVED TOOLS
El4-8FB #8 M4 17,5311 17.871|15.841|113,461| [ 4.32 ]
CT-160
71 34 o5 55 20 c1oeno
El4-10FB | #10 | M> 11 18031/ 18.841|16.351|113,971| [5.08]
(] —HDIA
NOTES::
ﬁ STAMP ING
. UL LISTED & CSA CERTIFIED FOR:
A. #16-14 AWG [ 1,5-2,5 mm?] SOLID OR STRANDED COPPER WIRE ! -
B. 302°F [150°C] MAX OPERATING TEMPERATURE ;
C. 2000 VOLTS MAX y N2
2. MATERIAL: w22
A. STAMPING: .032" [0,8] THK COPPER, TIN PLATED g
3. WIRE STRIP LENGTH: 9/32" "!73% (7,1mm "2:%) »J L‘no7 [1.78 ]
e(UL)us (§P-
- , 14 [3,506
4, SEE WWW.PANDUIT.COM FOR PACKAGE QUANTITIES . [ ]
587H LR31212
5. DIMENSIONS IN BRACKETS ARE METRIC EQUIVALENT E52164
STRONGHOLD FORK TERMINAL
NON-INSULATED, BUTTED SEAM #16-14 AWG
CUSTOMER DRAWING
00123SHL/00 m "
00123SHL_DC/00 n“IT
UNLESS OTHERWISE SPECIFIED, MATERIAL:
DIMENSTONAL TOLERANCES ARE: IN [ mm ]
Xt XXXt SEE NOTES
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